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illuminating spaces. inspiring growth.

diomede
Matita Round let there be light

800mm Bollard

Bollard in extruded die-cast aluminium, with painted white or black conical
aluminium reflector. Available in three heights and finishes. Premium Quality, Italian
Made product.

IP65 (L) wace A

SPECIFICATIONS

Material Specifications

Material Aluminium

Dimensions 800m(H) x 120mm(W)

Ingress Protection IP65

Warranty 5 Year Replacement

Colour Solid White/Ibiza Sand/Meteor Grey/Timeless
Aluminium

Electrical Specifications

Power Supply Integrated, phase dim
Input Voltage 240V
Connection Method Hard-Wired
Optic Specifications
Light Source 10W Mid Power LED
CRI 80Ra
7
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VARIATIONS

N—
900311052 Matita 1I0W 800mm Bollard, White, 360°, Phase dim, 3000K, 438Im
900310053 Matita 1I0W 800mm Bollard, Sand, 360°, Phase dim, 3000K, 438Im
900311054 Matita 10W 800mm Bollard, Grey, 360°, Phase dim, 3000K, 438Im foe)
900311055 Matita 10W 800mm Bollard, Aluminium, 360°, Phase dim, 3000K, 438Im 8
900321052 Matita 1I0W 800mm Bollard, White, 360°, Phase dim, 4000K, 460Im
900321053 Matita 1I0W 800mm Bollard, Sand, 360°, Phase dim, 4000K, 460Im
900321054 Matita I0W 800mm Bollard, Grey, 360°, Phase dim, 4000K, 460Im
900321055 Matita 1I0W 800mm Bollard, Aluminium, 360°, Phase dim, 4000K, 460Im
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