decrolux

illuminating spaces. inspiring growth.

.

ZERO 1.6W

1300 827 284

Exterior Inground Light

Diomede Zero Inground Light.

Ground recessed luminaire in three sizes. Anodized aluminium body with tempered,
serigraph glass and aluminium honeycomb lens or diffused glass. Premium Quality,

Italian Made product.
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SPECIFICATIONS

Material Specifications

Material
Dimensions
Ingress Protection
Accessories
Warranty

Electrical Specifications

Power Supply
Max. Loading
Input Voltage

Optic Specifications

Light Source

Optics

CRI

Rated Lifetime (L70B20)

VARIATIONS

Anodised Aluminium, Tempered Glass
45mm (Dia) x 113mm

P67

Stake Mounting Included

5 Year Replacement

IP67 Remote Driver, Sold Separately
45W
24V

16W CREE LED

Aluminium Honeycomb Lens
83Ra

50,000 Hrs
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diomede
let there be light
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900112036 ZERO 1.6W Inground Light 24V, 36°, 3000K

900112026 ZERO 1.6W Inground Light 24V w. Honeycomb, 36°, 3000K

900112076 ZERO 1.6W Inground Light 24V, 52°, 3000K

900112066 ZERO 1.6W Inground Light 24V w. Honeycomb, 52°, 3000K
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